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MULTI-TECHNOLOGY READER WITH BLE OPTION
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» MULTI-TECHNOLOGY READER

Biometric fingerprint reader with
proximity reader MIFARE® DESFIRE®,
enabling in this case access by
combining both technologies:

- Fingerprint only

- Card only

- Fingerprint and card
- Fingerprints on card
- BLE

This reader enables both the reading
of the CSN (Chip Serial Number) of the
card and the reading-writing of data in
the card's memory. These data can be accessed using a cryptographic key for a
more secure information transaction (Access Grade 4).

It can include a 12-key keypad that enables double-factor identification using
card and code.

This reader features biometric sensor with STM 32L4 microprocessor. The
reading is performed through an optical sensor with a 500 dpi resolution. The
reading surface is 15x22mm.

The reader can store up to 2 fingerprints per user and can be supplied (1:n
working mode) with a capacity for 3,000 or 5,000 users.
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FEATURES

. Manufactured in high resistance ABS
Polycarbonate.

. Highly intuitive interface based LED lights
in different colours: Blue, red and green. A
buzzer is also included.

° Option to install both indoors and
outdoors.

o Available proximity technology Mifare'
Desfire® ISO14443A (13.56 MHz) with card
read/write capability.

o It can also read the CSN of Mifare
Ultralight, Mifare® Desfire®, Mifare®
Desfire® EV1 cards.

o Recommended for both centrally operated
and DOC (Dorlet On card) access control
installations.

o Surface-mounted on universal electrical

mechanism box, fastening with draw bolts
on sheet metal supplied.

. Can be connected to any DORLET AS,
ASD, AHS series controller.
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OPTIONS

e Bluetooth
e Keypad
e Mifare

e Desfire ®.
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% TECHNICAL SPECIFICATIONS

Dimensions:
Material:
Finish:

Reading mode:

Biometric sensor:

Bio sensor size:

Biometric capacity (1 or 2 fingerprints):
NFC reading range (R/W):

Bluetooth
Keypad
Writing option:
Power:

Maximum consumption:
Operating range:

Signalling:
Protection:
Connection:

» READER COMPARISON

40D

40 D-BLE
40k D

40k D-BLE
40 M

40 M-BLE
40k M

40k M-BLE

148 x 84.82 x 53.62 mm.

Polycarbonate + ABS

Black

Proximity MIFARE® or DESFire®

Optical technology (STM32L4 processor)
15 x 22 mm.

3,000, 5,000 or no limit (fingerprinting on card)
Upto5cm. (3cm.)

Bluetooth Low Energy (BLE) v5.0
Optional

Yes

12V DC.

300 mA

from -10°C to 55°C (up to 93% humidity)
Blue-red-green LED light and buzzer
IP65, IKO4

4 wires (see cable type in manual)

Mifare® (csN) Mifare® (memory) Desfire®(csN) Desfire® (memory) Keypad

X

X X X X X X X

X X X

X X X

X X X X
X X X X
X X

X X

X X X
X X X

Bluetooth
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